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EXISTING TYPICAL SECTION

STA 137+10 TO STA

156+40.34 (FAL 355)
55+75 (NB FAI 355/230)
63+80 (SB FAI 355/290

STA 0+00 TO
STA 0+00 TC
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PROPOSED TYPICAL SECTION

STA 137+10 TO STA 156+40.34

STA 0+00 TO
STA 0400 TO

55+75 (NB FAL 355/290)
63480 (SB FAL 355/290)

(FAT 355)
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EXISTING
EXISTING
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EXISTING
EXISTING

EXISTING

HMA OVERLAY, VARIES#
C.R.C. PAVEMENT, 12"
P.C.C. PAVEMENT, 10
C.R.C. PAVEMENT, 9~
C.R.C. PAVEMENT
P.C.C. BASE COURSE

STABILIZED SU3-BASE, 4"

SUB-BASE GRANULAR MATERIAL, TYPE A

PGE WRAPPED IN FABRIC (VARICUS LOCATIONS)

PIPE UNDERDRAIN

P.C.C. SHOULDER

STABILIZED WEDIAN SURFACE

BITUMINOUS SHOULDER

AGGREGATE SHOULDER

AGGREGATE SHOULDER, TYPE B

COMB. CONC. CURB & GUTTER,

COMB. CONC. CURB & GUTTER,
COMB. CONC. CURB & GUTTER,
P.C.C. BARRIER WALL

STEEL PLATE BEAM

HOT-MIX ASPHALT SURFACE REMOVAL 4’

TYPE M-2.12

TYPE M-6.24

TYPE B-6.24

GUARDRAIL

,

HOT-MIX ASPHALT SURFACE REMOVAL 3%

HOT-MIX ASPHALT SURFACE REMOVAL 3!/

POLYMERIZED HOT-MIX ASPHALT SURFACE

STONE MATRIX ASPHALT, N8O, 2"

COURSE,

POLYMERIZED HOT-MIX ASPHALT BINDER COURSE,
STONE MATRIX ASPHALT, N8O, 2

HOT-MIX ASPHALT SURFACE CCURSE, MIX “B",

NT0, 1Y/

HOT-MIX ASPHALT BINDER COURSE, 1.-19.0, N70, 2/,

NOT USED

PROPOSED SHOULDER RUMBLE STRIP (STD. 642001-01)

*EXISTING HMA OVERLAY 45" TO 5i/4"" ALONG FAT 355

NOTES:

SHALL BE

AND RESURFACING OPERATIONS

SHOULDER

. THE COST
SHALL

INCLUDED [N

OF HAND REMOVAL

THE THICKNESS SPECIFIED.

. THE CONTRACTOR SHALL

PATCH FIRST BEFORE MILLING.

THE CONTRACTOR SHALL MAINTAIN THE EXISTING CROSS SLOPES.

THE EXISTING HMA IN THE FLAG OF THE CURB AND GUTTER SHALL
BE REMOVED AND REPLACED AT NO ADDITIONAL COST.
THE UNIT PRICES FOR
MEASURED

THESE COSTS

THE VARIOUS MILLLING
TC THE EDGE OF

THE

OF HMA SURFACE ARCUND CASTINGS
BE INCLUDED IN THE COST OF HMA SURFACE REMOVAL OF
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